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Foam Breaker

GEISS® DISTIL Foam Breaker prevents the formation of foam in organic solvents caused by surfactants, silicones or 
fluorocarbon resins.  

The defoaming component contained in the GEISS® DISTIL Foam Breaker has superb foam-breaking power in 
distillation processes of organic solvents to prevent boiling or foaming over during distillation processes. 

1. PHYSICAL AND CHEMICAL PRODUCT PROPERTIES

     Properties liquid / colourless / ester-like          
     ______________________________________________________
     Flash point 77 °C 
     ______________________________________________________

     Density (at 20 °C) 0,88 g/cm³

2. APPLICATION RANGE

• Anti-foaming agent / defoamer for distillation processes in perchloroethylene, hydrocarbon solvents and
modified  alcohol.

3. RECOMMENDED DOSAGE

• In case of formation of foam in the distillery add approx. 20 ml per 100 l of solvent (distillation contents).

4. SAFETY RECOMMENDATIONS

• The safety data sheets must be generally observed.

• Please always observe the instructions of the system manufacturer.

5. CONTACT

Richard Geiss GmbH  |  Lüßhof 100  |  D-89362 Offingen/Donau  |  Germany  
T. +49 82 24 / 807-0  |  Fax. +49 82 24 / 807-37  |  www.geiss-gmbh.de




