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Corrosion protection concentrate  

RG® PROTECT 160 is a corrosion protection concentrate for use in cleaning systems for surface cleaning.

RG® PROTECT 160 can be applied in chlorinated hydrocarbon solvents, hydrocarbon solvents and modified alcohols.

RG® PROTECT 160 does not resinify, is free from barium and VOC and has a low odour during application.

1. PHYSICAL AND CHEMICAL PRODUCT PROPERTIES

      Properties    liquid / dark brown / characteristic
     ____________________________________________________________________
      Flash point    >160 °C 
     ____________________________________________________________________
      Density (at 20 °C)   0,894 g/cm³
     ____________________________________________________________________
      Lower / upper explosion limit   0,6 - 6,5  vol%
     ____________________________________________________________________
      Viscosity (40 °C)     126 mm²/s

2. APPLICATION RANGE

• Applied to prevent corrosion on metal parts.

3. RECOMMENDED DOSAGE 

• The addition of 2 - 12 % in the conservation bath generates a transparent, efficient and long-term corrosion                 
 protection film with very good results in salt spray and humid atmosphere testing.

 o Addition of     2 %     storage under roof  until approx. 2 months 
 o Addition of    4 %     storage under roof  until approx. 3 months
 o Addition of      8 %      storage under roof  until approx. 6 months
 o Addition of 12 %      storage under roof   until approx. 12 months

4. CHECKING AND CARE OF SOLVENTS

• Determination of the concentration of corrosion protection oils
 o Perchloroethylene: GEISS® PER Density Test 
 o Modified alcohols: GEISS® Digital Indexer

5. SAFETY RECOMMENDATIONS

• The safety data sheets must be generally observed.

• Please always observe the instructions of the system manufacturer.

6. CONTACT

Richard Geiss GmbH  |  Lüßhof 100  |  D-89362 Offingen/Donau  |  T. +49 82 24 / 807-0  |  Fax. +49 82 24 / 807-37  |  www.geiss-gmbh.de


